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SECTION I - F'ROOOCT DID!I!:NT:Il"ICATIO!II 

Mttnufacturer: DEP'T, me. {CAGE CODE 33461~ 
17451 V01II KARMAN AVENI.1E 

'RVmE 
92614 

CA 

' Product Class: MIXED OILS I 
Tre~de Name IZf"TTIL MARIJm 'n!AKWOOD FDIISHI 
Product Code : 182 I 
C.A.S. Number: I 

Ingredients CAS f 

InforT~~tttion Phone: {949) 474-0400 
l!mergency Phone: {800) 424-9300 
CHEM'l'REC Phone: 800-424-9300 

Httu.rd Ratings: 
none -> extreme 

0 4 

Hettlth 2 
Fire 1 

Reactivity - 0 

------------- Ex:posure 
Weight ACGIH 

% 'I.'I.N STEL 

Limits ------------­
OSHA 

MINERAL SPIRITS 64742-88-7 40. !i.E. N.E. N.E. !i.E. 
NIOSH reconnends e1 linit of 350 mg/m3 - 8 ours 'IWA, emd 
1800 mg/m3 as determined by a 15 minute sem~ple. 

THE ABOVE LISTED PRODUCTS ARE 0111 THE TSCA :IliVEN'l'ORY LIST. 

N.E. = Not Este~blished 

sr;cT:ION III - PHYSICAL DATA 

Boiling Range< 212-334 J!. 
Evap. Rate: Faster than n-Butyl Acetate 
Voltttiles vol% 46.7 Wgt% 40.6 

Vapor Density • 
Liquid Density: 
Wgt per gallon: 

Spec. Gr!!IVity< 

Heavier them Air. 
Lighter than Water. 

7.42 Pounds. 
0.89076 

Appee~rance: I!.MBER SOLUTIC'll!i- MILD ODOR 
V.O.C.: BELOW 350 G/L 

SECTION IV - FIRE AND EXPLOSION HAZARD DATA 

J!ltumnability class: II Flash Point:105 F. F TCC IZL: 1.0 
-EXT:IliGV:ISH:IliG MEDIA: 

FOAM, ALCOHOL FOAM, C02, DRY CHl!MICAL, WATZR FOG 

-SPECIAL F:IREP'IGHTING PROCEDURJ!:S< 

UEL: 7.0 

Yull fire fighting equipment with self-contained bree~thing 
appe~ratus and full protective clothing should be worn by fire 
fighters. Water may be used to cool closed containers to prevent 
pressure build-up, auto ignition or explosion. 

-UliUSOAL ?IRE & EXPLOSION HAZARDS< 
Keep containers tightly closed. Isolttte from hee~t, sparks, 
electrice~l equipment tmd open flt!lme. Closed containers may 
explode when exposed to extreme hettt. Applietttion to hot 
surfaces requires special prec.'!lutions. During emergency 
conditions overexposure to decomposition products may cause a 
hettlth hau.rd. Synptoms may not be immediately e~pparent. 

CAUTION: SPO!lTAN&)US COMSUSTION 
This product will cause spontaneous combustion {starts burning 
without e~pparent causes) when rags, pe~per, spray filters, 
steelwool, st!l'.olldust, or other material soaked with this materiel! 
is improperly disposed of. Plttce waste materials in e1 closed 
container filled with water and make sure that e~ll material is 
completely su'tnerged under water. 

SECTIO!i V - B?AL'l'H HAZARD DATA 

-FERM:ISSISLE EXPOSURE LEVZL< 
SEE SECTION II, HAZARDOUS DfGRED:IENTS. 

-Ef'J!ECTS Of' 0'\/EREXPOSURE: 
INHAIATIC'll!i: Irritation of the respiratory tract & acute nervous 
system depression characterized by the following progressive 
steps: he<Sdache, dizziness, staggering gait, confusion, 
unconsciousness or come~. 

SKDf AND EYE CONTACT: SKDf< Conte~ct with the skin ettn cause 
irritation. Symptoma may be SW"elling, redness, e~nd re~sh. 
:EYES: Liquid, areosols, or vapors are irritating and may 
tearing, redness, e~nd sw-elling accompttnied by e1 stinging 
sensation. 

SKDf ABSORPTIOJ!I: Prolonged or repettted contact cern cause 
moderate irritation, drying. and defatting of the skin which can 
cause the skin to crttCk. 

VP 
~ HG 

2 G 681'" 

:IliGESTIO!II: Acute• Ctm result in irritation emd possible 
corrosive action in the mouth, stomach tissue and digestive 
tre~ct. Vomiting may cause aspiration of the solvent, resulting 
in chemical pneumonitis. 

HEALTH HAZARDS (ACUTE AND CHRONIC~ 
ACU'l':E• Ve~pors are irrite~ting to eyes, nose, and throat. 
Inhellation may cause headaches, difficult breathing and loss of 
consciousness. 
CHROJ!IIC< Prolonged contewt will ce~use drying and cre~cking of the 
skin. due to defatting action. Skin sensitization, asthmel or 
other allergic responses may develop. 

CARCDIOGERICITY < 
liTP?: NO, :IARC ~PHS?< NO, OSHA REGUIATED?: NO 

M!IDICAL CONDITIONS GE!OERALLY AGGRAVATED BY EXPOSOR:E: 
Asthmel e~nd any other respiratory disorders. Skin allergies, 
eczemtt, e~nd dermititis. 

-FIRST A:.ID: 
INHAIATIOJ!I: Move to an arett free from risk of further exposure. 
Restore breathing. As.thmeltic type symptoma me~y develop and may 
be immediate or delayed by several hours. Obte~in medical 
e~ttention. 

SKDf• Remove contttminated clothing. wash affected areas 
thoroughly with soap emd water. Wash contttmine~ted clothing 
thoroughly before reuse. 

EYES: J!lush with clean lukew= water {low pressure) for at 
least 15 minutes, occasionally lifting eyelids. Obtain 
medice~l attention. 

:IliGESTIO!h Do not induce vomiting. Do not give anything to an 
unconscious person. Obtain mediettl attention. 

SECTION VI - RI!'ACTIV:ITY MTA 

STABLITY: [ l Unstable [x] St!!lble 
HAZARDOUS POLYM!!;RIZATION: [ ] M!ly occur [x] Will not occur 
- :mccMPAT:IBILITY 

S'l'RONG- OXIDIZ:IliG AGENTS. 

-CONDITIONS TO AVUID: 
HIGH 'l'I!MPERATVRES, SPARKS, OR OPEN FLI'IMES. 

-HAZAROOVS OECCI'!POSrTION PRODUCTS'< 
BY HIGH HEAT/'l'I!MPERA'l'ORE< Carbon monoxide, carbon dioxide, 
and oxides of nitrogen. 

SECTIC'll!i VII - SPILL OR Ll!AK PROCEDURES 

-S'IEPS TO l3E TAREI!I Df CA$1!. MATERIAL :IS REIZASED OR SPILLED 
:Evacue~te all non-essentiell personnel. Remove all sources of 
ignition {flmne. spttrk sources, hot surfaces). Ventilttte area 
Contain and renove with inert e~bsorbent e~nd non-sparking tools. 

-WAST:E DISPOSAL METHOD: 
Waste RUst be disposed of in accordt!lnce with federe~l, state, and 
local environmental control regultttions. l!'lnpty containers RUst 
be handled with ettre, due to product residue and flmmi~t!~ble vapor 
DO NOT incinere~te closed conte~iners. 
ALSO Sl!Z SECTION IV, V, VI, FOR OTHER PRECAUTIONS. 

-RESPIRATORY PRO'l'ECTJ:OJ!I, 
A respirator thelt is recommended or approved for use in an 
orgtmic vapor environment {air purifying or fresh air supplied) 
is necessary. Observe OSHA regultttions for respirator use. 
Ventilation should be provided to keep exposure levels below the 
OSHA permissible linits. 

-VENTIIATIC'll!i: 
Ex:haust ventiltttion sufficient to keep the airborne concentra­
tions of solvent vapors or mists below their respective TLV's 
must be utilized. Remove all ignition sources {het!lt, sparks, 
flmne. and hot surfaces). 

- P'RO'l':ECTIV':E GLOV:ES' 
Protective gloves are recommended {cotton, neoprene, rubber, 
polyethylene) to prevent skin contact. 

-:EYE: P'RO'l':ECTION: 
The use of safety eyewear is reconnended, including splash 
guards or side shields, chemical goggles or face shields. 
{continued on next page) 
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SECTION VIII - SPECIAL PROTECTION Dill'"ORMATION: (cont.) 

-EYE PROTECTION< 

-O'l'l'mR PROTECTIVE EQUIPM12iT< 
The use of long sleeve and long leg clothing is recommended. 
Remove ttnd Wttsh contttRinttted clothing before reuse. 

SECTION IX - SPECIAL PRECAUTIONS 

-PRECAUTIONS TO 5I!; TAKl!:N m HANDLING AliD STORDIG: 
Store in buildings designed to comply with OSHA 1910.106 
Avoid storing near high temperatures, fire, open flames, ttnd 
spark sources. Store in tightly closed containers. store in 
well ventilated areas. 

-O'l'l'mR PRECAUTIONS: 
Keep containers tight ttnd upright to prevent leakttge. Prevent 
prolonged breathing of vapors or spray mists. Prolonged over­
exposure may cause ttn allergic rettction. Aviod contact with 
skin and eyes. Do not take internally. Do not hl!lndle until the 
manufacturers Sttfety precttutions have been rel!ld and understood. 
Wttsh hl!lnds before eating, SIIIOJdng, or using washroOB. Smoke in 
SIIIOking areas ONLY. 

*** DISCLAIMER *** 
Informtttion contained herein is furnished without warranty of 
ttny kind. l!mpleyers should use this informttt ion only as a 
supplement to other informtttion gathered by them and must make 
independent deterniruttions of suitibility and COlllpleteness of 
informtttion from all sources to assure proper use of the 
mttterials and for the safety ttnd hettlth of their employees. 

DOT IUN-1263 
ACTUAL VOC DE~ PER EPA REPERBNCB METHOD 24. 

SECTION X - REGUlATORY INl'ORMATION 

-SARA 313< 
This product contains the folloving toxic chemicals subject to the 
reporting requirements of section 313 of the Zmergency Planning 
and Comminity Right To Know Act of 19S6 and of 40 Cl"R 372: 

Percent by 
Chemicttl Nttme Weight 

-PROF 65-CARC:moGl!JiiJ:C 
WARNDIG< This product contains a chemiettl known to the state 
of California to cause ettncer. 

None 

-PROP 65-TERATOGl!J!IIIC 
WARNDIG< This product contains a chemict!ll known to the state 
of California to cause birth defects or other reproductive harm. 

No~ 

-PROP 65-CARCDIOGE:!UC & TERATOGl!J!IIIC 
WARNDIG< This product may contain a chemiettl known to the state of 
California to cause cttncer and birth defects or other reproductive hl!lrm 

Chemical liemle 

No~ 



Material Safety Data Sheet 
For Coatings, Resins and Related Materials 
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•NOTE: CHEMTREC, CANUTEC and National Response Center emergency numbers to be used only in the event of • 
•chemical emergencies involving a spill, leak, fire, exposure or accident involving chemicals .................................................................... . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 
:24 Hour Emergency: 1-800-123-4567 CHEMTREC: 1-800-424-9300 
•National Response in Canada CANUTEC: 613-996-6666 
:outside U.S. and Canada Chemtrec: 202-483-7616 

• 
• 

•••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••••• 

I section 1 -Chemical Product I Company Information 

Product Name: 27X37, CLEAR WOOD FINISH 
GLOSS 

Identification Number: 010 

Product Use/Class: LACQUER 

Revision Date: 

Print Date: 

06/22/2005 

08/16/05 

Manufacturer: Deft, Inc. (CAGE CODE 33461) 
17451 Von Karman Ave 

Information Phone: 
Emergency Phone: 

(949) 4 7 4-0400 
(800) 424-9300 

Irvine, Ca. 92614 
!section 2 - Hazards Identification 
-·Emergency Overview***: Harmful by inhalation, in contact with skin, and if swallowed. Flammable 
liquid. Contact with eyes or skin causes irritation. Amber liquid with solvent odor. 
Effects Of Overexposure- Eye Contact: Direct eye contact may cause irritation. Liquid, aerosols, or 
vapors are irritating and may cause tearing, redness, and swelling accompanied by a stinging sensation. 
Effects Of Overexposure -Skin Contact: Prolonged and repeated skin contact may cause dermatitis, 
drying, and defatting due to the solvent properties. Direct skin contact may cause irritation. Product may 
be absorbed through the skin. Symptoms may include swelling, redness, and rash. 
Effects Of Overexposure -Inhalation: Inhalation may cause irritation to the respiratory tract (nose, 
mouth, mucous membranes) & acute nervous system depression characterized by the following 
progressive steps: headache, dizziness, staggering gait, confusion, unconsciousness, or coma. Exposure 
may cause nausea and vomiting. Inhalation may cause headaches, difficult breathing, and loss of 
consciousness. 
Effects Of Overexposure -Ingestion: Ingestion may cause gastrointestinal irritation, abdominal pain, 
nausea, vomiting and diarrhea. Vomiting may cause aspiration of the solvent, resulting in chemical 
pneumonitis. May result in possible corrosive action in the mouth, stomach tissue and digestive tract 
Effects Of Overexposure- Chronic Hazards: WARNING: This product contains a chemical known to 
the state of California to cause cancer. Contains components listed as a Carcinogen: NTP?: No, IARC 
Monographs? : Yes, OSHA Regulated? : No. Prolonged contact will cause drying and cracking of the 
skin, due to defatting action. Skin sensitization, asthma or other allergic responses may develop. 
Primary Route(s) Of Entry: Skin Contact, Skin Absor lion, Inhalation, E e Contact 

I section 3 -Composition /Information On Ingredients 
Component 
ALIPHATIC HYDROCARBON 
ISOBUTYL ISOBUTYRATE 
VM & P NAPHTHA 
METHYL n-AMYL KETONE 
2-BUTOXYETHANOL 
NITROCELLULOSE 
n-BUTYL ALCOHOL 
XYLENE 
ISOPROPANOL ANHYDROUS 
BUTYL CELLOSOLVE ACETATE 
ETHYL BENZENE 
ISOBUTYL ALCOHOL 
ETHYL BENZENE 

CAS Number 
B052-41-3 
97-B5-B 
64742-B9-B 
11 0-43-0 
111-76-2 
9004-70-0 
71-36-3 
1330-20· 7 
67-63-0 
112-07-2 
100-41-4 
7B-B3-1 
100-41-4 

Weight% Reporting Ranges 
10-30 
7-13 
7-13 
7-13 
5-10 
5-10 
3-7 
3-7 
1-5 
1-5 
0.1-1.0 
0.1-1.0 
0.1-1.0 

THE ABOVE LISTED PRODUCTS ARE ON THE TSCA INVENTORY LIST. ALSO ANY UNLISTED 
INGREDIENTS. 

II section 4 -First Aid Measures 
First Aid- Eye Contact: If material gets into eyes, flush with water immediately for 15 minutes. Consult 
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a physician. Hold eyelids open to rinse out the entire eye. 
First Aid -Skin Contact: In case of contact, immediately flush skin with plenty of water and wash 
affected areas thoroughly with soap and water. Remove contaminated clothing and shoes. 
First Aid -Inhalation: In the case of inhalation of aerosol/mist consult a physician, if necessary. Move to 
fresh air in case of accidental inhalation of vapors. Asthmatic type symptoms may develop and maybe 
immediate or delayed by several hours. 
First Aid -Ingestion: Do not induce vomiting. Do not give anything to an unconscious person. Obtain 
medical hel 

Flash Point (oF) 53 TCC LOWER EXPLOSIVE LIMIT(%) N.AV UPPER EXPLOSIVE LIMIT(%) N. 
Extinguishing Media: Carbon Dioxide, Dry Chemical, Foam, Water Fog 
Unusual Fire And Explosion Hazards: Fire or intense heat may cause violent rupture of packages. 
Remove all sources of ignition. Toxic gases may form when product burns. Keep containers tightly 
closed. Isolate from heat, sparks, electrical equipment and open flame. Application to hot surfaces 
requires special precautions. 
Special Firefighting Procedures: Flammable. Cool fire-exposed containers using water spray. Firefighters 
should wear full rotective cloth in In the event of fire, wear self-contained breath in a aratus. 

I section 6- Accidental Release Measures 
Steps To Be Taken If Material Is Released Or Spilled: Use personal protective equipment as necessary. 
Evacuate all non-essential personnel. Remove all sources of ignition. Ventilate area. Contain and remove 
s illed material with inert absorbent and non-s arkin tools. 

I section 7 - Handling and Storage 
Handling: Keep away from open flames and hot surfaces. Handle in accordance with good industrial 
hygiene and safety practice. Keep product and empty container away from heat and sources of ignition. 
Use only in ventilated areas. Open doors and windows. 
Storage: Avoid storing near high temperatures, fire, open flames and spark sources. Under oxidizing 
conditions peroxides of unknown stability may form. Concentrated peroxides are an explosion hazard. 
Store in buildings designed to comply with OSHA 1910.106. Keep containers upright to prevent leakage 
and ti htl closed in a dr , cool and well-ventilated lace. 

Component ACGIH TLV ACGIH STEL 
ALIPHATIC HYDROCARBON N.E. 
ISOBUTYL ISOBUTYRATE N.E. 
VM & P NAPHTHA 300 ppm 
METHYL n-AMYL KETONE 50 ppm 
2-BUTOXYETHANOL 25 ppm 
NITROCELLULOSE HAZARD- N.E. 
n-BUTYL ALCOHOL 50 ppm 
XYLENE 100 ppm 
ISOPROPANOL ANHYDROUS 400 ppm 
BUTYL CELLOSOLVE N.E. 
ACETATE 
ETHYL BENZENE 
ISOBUTYL ALCOHOL 
ETHYL BENZENE 

Notes 

100 ppm 
50 ppm 
100 ppm 

N.E. 
N.E. 
N.E. 
N.E. 
N.E. 
HAZARD- N.E. 
N.E. 
150 ppm 
500 ppm 
N.E. 

125 ppm 
N.E. 
125 ppm 

OSHA PEL OSHASTEL 
N.E. N.E. 
N.E. N.E. 
300 ppm 400 ppm 
100 ppm N.E. 
25 ppm N.E. 
HAZARD- N.E. HAZARD- N.E. 
50 ppm N.E. 
100 ppm N.E. 
400 ppm 500 ppm 
N.E. N.E. 

100 ppm 125 ppm 
50 ppm N.E. 
100 ppm 125 ppm 

ALIPHATIC HYDROCARBON- NISOH recommends a limit of350 mg/m3- 8 hourlWA, 1800 mg/m3 as determined by a 15-minute 
sample. 
ISOBUTYL ISOBUTYRATE -Eastman Kodak recommends an exposure limit of: 100 ppm 8 hour TWA. 
2-BUTYOXYETHANOL CAS# 111-76-2- This component has been shown to cause harm to the fetus in laboratory animals. It only caused 
harm at levels of overexposure that would also harm the pregnant animal. It has been shown to cause cancer in laboratory animals. The 
relevance to humans is unknown. It also has been shown to cause reversible kidney effects and reversible liver effects in laboratory 
animals. Congestion in the liver, kidneys, and lungs resulted from acute lethal exposure in animal studies. 
NITROCELLULOSE -It is on the OSHA Process Safety Management (PSM) list. 
BUTYL CELLOSOVE ACETATE- US. NIOSH: Pocket Guide to chemical Hazards Recommended exposure limit (REL): 5 ppm, 33 mg/m3. 
Eastman Chemical Company occupational exposure limit: TWA Skin Notation: 25 ppm. 
ETHYL BENZENE CAS# 100-41-4 -IARC Group 2B possibly carcinogenic to humans. 
ETHYL BENZENE CAS# 100-41-4 -IARC Group 2B possibly carcinogenic to humans. 

Engineering Controls: Local ventilation of emission sources may be necessary to maintain ambient 
concentrations below permissible OSHA exposure limits. Remove all ignition sources (heat, sparks, 
flame, and hot surfaces). 
Respiratory Protection: A respirator that is recommended or approved for use in an organic vapor 
environment (air purifying or fresh air supplied) is necessary. Observe OSHA regulations for respirator 
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use. Ventilation should be provided to keep exposure levels below the OSHA permissible limits. 
Skin Protection: Chemical-resistant gloves (cotton, neoprene, rubber, polyethylene) should be used to 
prevent skin contact. 
Eye Protection: Wear safety eyewear (safety glasses, safety glasses with side-shields, chemical goggles, 
or face shields) to prevent eye contact. 
Other protective equipment: Long sleeve and long leg clothing is recommended. Remove and wash 
contaminated clothing before reuse or discard. 
H ienic Practices: Wash hands before breaks, eatin 

I Section 9 - Physical and Chemical Properties 

Boiling Range (°F): N.A V. - N.A V. 
Odor: Solvent odor 
Appearance: Amber liquid 
Solubility in H20: Insoluble 

Freeze Point: N.A V. 
Vapor Pressure: N.AV. 
Physical State: Liquid 
Coefficient of Water/Oil N.AV. 
Distribution: 
See section 16 for abbreviation le end 

I Section 10 -Stability and Reactivity 

Vapor Density: 
Odor Threshold: 
Evaporation Rate: 

Specific Gravity: 
PH: 
Viscosity: 

Heavier than air 
N.AV. 
0.48 x n-Butyl Acetate 

0.905 
N.AP. 
Thin liquid to heavy 
viscous material 

Conditions To Avoid: Avoid high temperatures, sparks, or open flames. Do not breathe vapors or spray 
mist. 
Incompatibility: Incompatible with strong acids and oxidizing agents. 
Hazardous Decomposition: Thermal decomposition can lead to the generation and release of gases and 
vapors including carbon monoxide, carbon dioxide, oxides of nitrogen, and hydrocarbons. 
Hazardous Polymerization: Will not occur. 
Stabilit :Stable under recommended stora e conditions. 
I Section 11 -Toxicological Information 

Product LD50: N.E. Product LC50: N.E. 

I section 12 - Ecological Information 

Disposal Information: Dispose of waste in accordance with federal, state, and local environmental 
regulations. Empty containers will contain product residue and flammable vapors. Handle as hazardous 
material. Do not incinerate closed containers. Hazardous Waste Characteristics: lgnitability and 
Reactivit . EPA Hazardous Waste Number/Code: D001, F003, F005. 

DOT Proper Shipping Name: 
DOT Technical Name: 
DOT Hazard Class: 
DOT UN/NA Number 

Paint 
N.AP. 
Flammable liquid 3 
UN-1263 

!section 15 - Regulatory Information 

CERCLA -SARA Hazard Category 

Packing Group: 
Hazard Subclass: 
Resp. Guide Page: 

II 
N.AP. 
N.AP. 

This product has been reviewed according to the EPA 'Hazard Categories' promulgated under Sections 
311and 312 of the Superfund Amendment and Reauthorization Act of 1986 (SARA Title Ill) and is 
considered, under applicable definitions, to meet the following categories: IMMEDIATE HEALTH 
HAZARD, CHRONIC HEALTH HAZARD, FIRE HAZARD 

SARA Section 313: 
This product contains the following substances subject to the reporting requirements of Section 313 of 
Title Ill of the Superfund Amendment and Reauthorization Act of 1986 and 40 CFR part 372: 
Component CAS Number Percent By Weight 
2-BUTOXYETHANOL 111-76-2 8.99 
n-BUTYL ALCOHOL 71-36-3 4.86 
XYLENE 1330-20-7 4.04 
ISOPROPANOL ANHYDROUS 67-63-0 3.52 
BUTYL CELLOSOLVE ACETATE 112-07-2 3.05 
ETHYL BENZENE 100-41-4 0.70 
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ETHYL BENZENE 100-41-4 0.10 

Toxic Substances Control Act: 
This product contains the following chemical substances subject to the reporting requirements of TSCA 
12(8) if exported from the United States 
None 

U.S. State Regulations: As follows­
New Jersey Right-to-Know: 
The following materials are non-hazardous, but are among the top five components in this product 
Component CAS Number 
ALKYD RESIN UNKNOWN 

Pennsylvania Right-to-Know: 
The following non-hazardous ingredients are present in the product at greater than 3%. 
Component CAS Number 
ALKYD RESIN UNKNOWN 

California Proposition 65: 
Warning: The following ingredients present in the product are known to the state of California to cause 
Cancer: 
Component 
ETHYL BENZENE 
ETHYL BENZENE 
BENZENE 
ETHYLENE OXIDE 

CAS Number 
100-41-4 
100-41-4 
71-43-2 
75-21-8 

Warning: The following ingredients present in the product are known to the state of California to cause 
birth defects, or other reproductive hazards. 
Component CAS Number 
BENZENE 71-43-2 
ETHYLENE OXIDE 75-21-8 

International Regulations: As follows­
DOMESTIC SUBSTANCE LIST (DSL): 
Component 
ALIPHATIC HYDROCARBON 
ISOBUTYL ISOBUTYRATE 
VM & P NAPHTHA 
METHYL n-AMYL KETONE 
2-BUTOXYETHANOL 
NITROCELLULOSE 
n-BUTYL ALCOHOL 
XYLENE 
ISOPROPANOL ANHYDROUS 
BUTYL CELLOSOLVE ACETATE 
ETHYL BENZENE 
ISOBUTYL ALCOHOL 
ETHYL BENZENE 

CAS Number 
8052-41-3 
97-85-8 
64742-89-8 
11 0-43-0 
111-76-2 
9004-70-0 
71-36-3 
1330-20-7 
67-63-0 
112-07-2 
100-41-4 
78-83-1 
100-41-4 

CANADIAN WHMIS: This MSDS has been prepared in compliance with Controlled Product Regulations 
except for the use of the 16 headings. 
CANADIAN WHMIS CLASS: 82, D1A,D2A, 028, F 
TRANSPORT OF DANGEROUS GOODS CLASS (TOG): 3, ( 4.1) 

II section 16- Other Information 

HMIS Ratings: 

Health: 3 Flammabili1y: 3 Reactivity: 

VOLATILE ORGANIC COMPOUNDS, GRILTR: 663 
VOLATILE ORGANIC COMPOUNDS, LB/GAL: 5.54 
VOLATILE ORGANIC COMPOUNDS MIXED, GRILTR: <= N.AV. 
VOLATILE ORGANIC COMPOUNDS MIXED, LB/GAL: <= N.AV. 
REASON FOR REVISION: New Computer System 
REGULATORY CODE: 010 
LAYOUT CODE: C2004RANGE 

Personal Protection: I 

Legend: NAP.- Not Applicable, N.A.V.- Not Available, N.E.- Not Established, N.D.- Not Determined 
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The information contained on this MSDS has been checked and should be accurate. However, it is the 
responsibility of the user to comply with all Federal, State, and Local laws and regulations. 
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